
 

 

Benefits at a Glance  

Intermateable and Interchangeable  

Ability to mate with other pre-existing equipment 
in the field 

Versatility  

Crimp termination connection system with          
3 Power (10 AWG) & 3 Control (16 AWG) 

Blind -Mate Connection  

Designed with a key feature to enable quick and 
simple, blind-mating 

Intuitive and Ergonomic  

Smooth, low insertion force to mate connector 

Highly Reliable and Durable  

Tested to MIL-STD 1344 and EN 2591         
standards; high frequency mating 

Many Choices  

Configurable to PCB contacts; plating options 
available 

Other High Performance Products 

 

Quick Mount Relay Sockets  

�x��Quick and easy installation 

�x��No hardware or tools required 

�x��Reduces FOD 

�x��Lightweight 

High Performance P -Clamps  

�x��PEEK polymer 

�x��Non-corrosive & Non-conductive 

�x��Overmolded silicone cushions 

�x��Lightweight & durable 

The new APeX Galley Connector, Circular is the latest circular connector from Amphenol Pcd.  
Designed specifically for legacy and new generation galley systems, it was tested to MIL-STD-
1344 connector and EN 2591 contact standards.  Highly reliable and easy to use, this blind-mate 
connector is also interchangeable and intermateable with other pre-existing equipment in the field.   

New from Amphenol PCD—APeX Galley Connector, Circular  
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Luminus Series  

�x��Environmentally sealed 

�x��Easy to use 

�x��Lightweight 

�x��Standard AS39029 contacts 

�x��Multiple configurations 
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Other APeX Rectangular Connectors  

30-pin insert, Size 20  

Contact us or more information 

Part Number  Polarization  Contact  

APXM030PB B none 

APXM130PA A CNP820100 

APXM130PB B CNP820100 

APXM030PA A none 


